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REDRAWN. UPDATED TO DANFOSS FORMAT. 1) UPDATED O.D. VALUES FROM   MAX. TO REF. FOR ALL SIZES. 2) UPDATED NOTE #4 FOR   LAYLINE INDENTIFICATION. 3) UPDATED "TITLE" AND   "SUBTITLES".
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5. TEMPERATURE RANGE: -40°C TO +100°C [-40°F TO +212°F]. 4. EXAMPLE OF LAYLINE IDENTIFICATION FOR -04 SIZE: INK TRANSFER: "Aeroquip by Danfoss FC849-04 6.4 MM (0.25 IN) DN6 Dura-Tuff ANSFER: "Aeroquip by Danfoss FC849-04 6.4 MM (0.25 IN) DN6 Dura-Tuff Aeroquip by Danfoss FC849-04 6.4 MM (0.25 IN) DN6 Dura-Tuff  Exceeds SAE 100R19 Performance MSHA IC-84/19 • ABS • USCG  ABS • USCG  USCG  (PRESSURE GAGE) 280 BAR (4050 PSI) (TEMP GAGE) -40°C to +100°C (-40°F to +212°F)  FITTING SERIES (FITTING LOGO) 2 MATCHMATE RINGS" INK JET: "YYYY-MM-DD Made in USA /-/- LOT CODE" 3. APPLICATION: HYDRAULIC SYSTEMS SERVICE WITH PETROLEUM AND WATER BASE FLUIDS, FOR GENERAL INDUSTRIAL USE. APPLICATION: HYDRAULIC SYSTEMS SERVICE WITH PETROLEUM AND WATER BASE FLUIDS, FOR GENERAL INDUSTRIAL USE. HYDRAULIC SYSTEMS SERVICE WITH PETROLEUM AND WATER BASE FLUIDS, FOR GENERAL INDUSTRIAL USE. 2. CONSTRUCTION: SYNTHETIC RUBBER INNER TUBE, DOUBLE STEEL WIRE BRAID REINFORCEMENT    AND SYNTHETIC RUBBER COVER  1. ALL HOSE ATTRIBUTES ARE METRIC [INCH].
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1) UPDATED OPERATING   PRESSURE FOR ALL SIZES,   WAS 275 [4000]. 2) UPDATED BURST PRESSURE   FOR ALL SIZES, WAS   1100 [16000]. 3) UPDATED MIN. BEND RADIUS   FOR -04, -10 AND -12   SIZES. 4) UPDATED NOTE #4 FOR   LAYLINE IDENTIFICATION.
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